Ты, Настройка ADSL-модема Starnet AR800 с прошивкой v1.1

Перед началом работы сбросьте настройки модема на заводские нажатием кнопки reset на задней панели в течении 3-5 сек.

Настроить протокол TCP/IP на сетевой карте следующим образом:

IP: 

192.168.1.Х – (где Х любое число от 2 до 254)

MASK: 
255.255.255.0

GATEWAY   192.168.1.1

DNS 1             85.28.195.130

DNS 2             85.28.195.129

Адрес 192.168.1.1 принадлежит самому модему.

Пример:
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В браузере выставить автоматическое определение параметров и затем в строке браузера набрать

http://192.168.1.1
В форме авторизации введите:

Имя пользователя (Username): 
admin

Пароль (Password): 


admin
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Попадаем на домашнюю страничку модема:

[image: image4.jpg]Dey
Advanced Setup
Diagnostics
Management

e Info

Device Info

Board ID: 0633246

Software Versi

100326_1947-4.02L04.42pB025C L 2112

Bootloader (GFE) Versi

:|10.37-102.11

“This information reflects the current status of your DSL connection.

Line Rate - Upstream (Kbps):

Line Rate - Downstream (Kbps):

LAN IPv4 Address:

192.168.1.1

Default Gateway:

atm3_1

MAC Address:

00:12:30:71:0f:7f|

Primary DNS Server:

Secondary DNS Server:





Настройка модема в режиме РОУТЕРА, подключение PPPoE:

Эта же инструкция используется для настройки модема с выделенным ip-адресом. В этом случае при каждом входе в сеть будет присваиваться один и тот же ip-адрес.

Идём на страничку Advanced Setup \ Internet Connection    

[image: image5.jpg]Wide Area Network (WAN) Service Setup

Chaose Add, or Rermove to configure 3 WAN service over a selected interface.

Interface |vpi | vei

Category| QoS | Description | Type |Vian8021p |VianMuxid |Connid | Igmp | NAT |Firewall |Remove |edit

atm01 |0 |35| UBR  |Disabled | brnn_3s |eridge| N/ nia 1 |Disabled | Disabledt | Disablert

atmi1 |8 |88 | VBR-t |Disabled | brn_Bem |Bridge| N/ N 2 |Disabled | Disabled | Disabled

atm21 |8 35| UBR  |Disabled | brnB_3S |Bridge| N/ nia 3 |Disabled | Disabled | Disabled

atmai |7 |48 | UBR |Disabled |jpoe_0 7 49| IPoE | N/ nia 4 |Disabled | Disabled | Disabled





Удаляем все имеющиеся профили. Для этого у всех из них отмечаем в столбце “Remove” все галочки, а затем жмем кнопку “Remove”. 

[image: image6.jpg]Wide Area Network (WAN) Service Setup

Chaose Add, or Rermove to configure 3 WAN service over a selected interface.
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Для того, чтобы завести новый профиль, нажимаем кнопку “Add”…

[image: image7.jpg]ATM PYG Settings
Please input VPLVCI values as ISP proviced,

Note: if system already has the same PVC with your inputed PYC value, then the following internet cornection settings will base on the PVC
settings before, And only EOA type PVC can be reused, PPPoA/IPOA type PYC can not be reused

VP [0255] [0

VCI: [32-65535] [35
-





Жмем next…
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Enable Quality Of Service

Enabling packet level QUS for & PVC improves performance for selected classes of applications. QoS cannot be set for CBR and Realtime VBR. QoS consurmes system
resnurces; therefore the nurmbser of PYCs will be reduced, Use Advanced Setup/Quality of Service to assign priorities for the applications.

O Enable Quality Of Service.
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Select WaN service type
S PP over Ethermet (PPPOE)
O 1P over Ethermet

O eridging

Enter Service Description: |pppoe_0_0_35





Жмем next…

[image: image10.jpg]PPP Username and Password

FPP wsuially requires that you have @ user narme and password to establish your connection, In the boxes below, enter the ser narme and password that your ISP has provided
o you

PPP Username o

PPP Password: o

PPPOE Service Name: sy
Authentication Method: | AUTO

Enable Fullcone NAT
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Жмем next…

[image: image11.jpg]Routing -~ Default Gateway

Select a preferred wan nterface as the system default gateway.

Selected WaN Interface | Use curentinterface





Жмем next…

[image: image12.jpg]DNS Server Configuration

Get DS server inforrmation from the selected WAN interface OR enter static DNS server IP addresses, If only a single PVC with IPoa or static MER protocal is configured, you
st enter static DNS server 1P addresses.

© Obtain DNS info from & WAN interface

WAN Interface selected: [Use cunrentinterface

& Wse the following Static DNS IP address

Primary DNS server:  [|5.28.195.130

Secondary DNS server: [f85.28.195.129|





[image: image13.jpg]WAN Setup - Summary

Make sure that the settings below match the settings provided by your ISP,

PORT / VP1/ VCL: [0/0/35

Connect : [PrroE
Sert pppoe_0_0_35

sery UBR

1P Address: Automaticaly Assigned
Service State: | Enabled

NAT: Enabled

Full Cone NAT: Encbledt

Firewall: Enabled

IGMP Multicast: | Disbled

Quality O Service: |Disabled

odifications.

Apply/Save

Click "Apply/Save" 1o have this interface to be effective. Click "Back” to make





Настройка подключения PPPoE в режиме ROUTER выполнена:
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Для настройки телевизионного подключения нажмите кнопку add...

[image: image15.jpg]ATM PYG Settings
Please input VPLVCI values as ISP proviced,

Note: if system already has the same PVC with your inputed PYC value, then the following internet cornection settings will base on the PVC
setings before. And only EOA type PVC can be reused, PPPOA/IPOA type PYC can not be reused

VP [0255] [0

ver: (32655351 32]
-





Значение vci меняем на 32, жмем next…
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Enable Quality Of Service

Enabling packet level QUS for & PVC improves performance for selected classes of applications. QoS cannot be set for CBR and Realtime VBR. QoS consurmes system
resnurces; therefore the nurmbser of PYCs will be reduced, Use Advanced Setup/Quality of Service to assign priorities for the applications.

O Enable Quality Of Service.





Next…
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Next…
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Advanced Setup Mike sure that the settings below maich the settings provided by your ISP
Internet Connection
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Security Connection Type: |Bridge
(E T EEERLD Service Name: |br_0_0_32
Routing :
s Service Category: |UER
DsL 1P Address: ot applicsble
IPv6 Configuration Service State: |Ensbled
Interface Grouping T b
Loty Full Cone NAT: | Enabled!
Diagnostics
S Firewall: Dissbled
1GMP Multicast: _|Not Applicsble
(quality Of Service: |Dissbled
Click *pply/Save" o have this interface to be effective. Click *Back” to make any modifications,
Bpplyfoave





Сохраняем настройки кнопкой apply/save…

[image: image19.jpg]Wide Area Network (WAN) Service Setup

Chaose Add, or Rermove to configure 3 WAN service over a selected interface.

Interface |vpi | vei |Category | QoS | Description | Type |Vian8021p |Vianuxid |Connid | 1gmp | NAT |Firewall |Remove | edit
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Теперь необходимо сгруппировать Ethernet-порты, чтобы телевидение вещалось в 3 и 4 порты, а в 1 и 2 - интернет.[image: image20.jpg]Interface Grouping -- A maximum 16 entries can be configured

Interface Grouping supports multiple ports to PYC and bridging groups. Each group will perform as an independent network, To support this
feature, you must creats mapping groups with appropriate LAN and WAN interfaces using the add button. The Remove button will remove the
grouping and adld the ungrouped interfaces to the Defautt group. Only the default group has IP interface.
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D confiqure the second IP Address and Subnet Mask for LAN interface

Apply/Save




Затем нажимаем кнопку add и создаем отдельную группу tvi для портов 3 и 4
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Сохраняем настройки кнопкой apply/save.


Группировка по интерфейсам выглядит следующим образом:

[image: image22.jpg]Interface Grouping -- A maximum 16 entries can be configured

Interfce Grouping supports muliple ports to PYC and bridaing groups. Each aroup will prform a5 an independent nistwork, To support ths Feature, you must create mpping aroups with appropriate LAN and
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Group Name [Remove [ WAN Interface [LAN Interfaces |DHEP Vendor IDs
nul
Defat Lant
Lanz
atmi_t Lans
i ]
Lane





[image: image34.jpg]Device Info Local Area Network (LAN) Setup

Tnternet Connection Configure the DSL Router IP Adcess and SLbnet Mask for L nterface, Grouptiam
-

NaT 1P Address: 192.168.2.1

Security Subnet Mask 255.255.255.0

Quality of Service

Routing

s O Enable 16MP Snooping

DSt

EEE—
1IPv6 Configuration o

Interface Grouping & Osable OHCP srver

LanPorts
s © el orce sever
Management o e acress

End IP Acdress:

Leased Time (hour):
Static IP Lease List: (A maximum 32 entries can be configured)
MAC Address 1 address |UserClassID Manaddress [MinAddress [Remove |

Add Entries Remove Entries.

D confiqure the second IP Address and Subnet Mask for LAN interface

Apply/Save



Выключим DHCP сервер для обоих групп:

Для настройки модема в режиме bridge, выполните следующие шаги согласно картинкам:

[image: image23.jpg]Wide Area Network (WAN) Service Setup

Chaose Add, or Rermove to configure 3 WAN service over a selected interface.

[nterface [vi [vei [category [aos [pescription [ Type [viang021p [vianmuxtd | Ganntd [1gmp [NAT [Firewall [Remove [editt ‘
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Add...

[image: image24.jpg]ATM PVC Settings

Select DSL Lirk Type (Eo is for PPROE, TPOE, and Bridge.)

Qe

© reron
O pon

Encapsulation Mode:| LLG/SNAP-BRIDGING [v]

Service Category: | UBRWithowt PCR. [v

O Enable vLaN

Enable Quality Of Service

Enabling packet level QUS for & PVC improves performance for selected classes of applications. QoS cannot be set for CBR and Realtime VBR. QoS consurmes system
resnurces; therefore the nurmbser of PYCs will be reduced, Use Advanced Setup/Quality of Service to assign priorities for the applications.

O Enable Quality Of Service.





Next...
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Нажмите next, затем apply/save.

Настройка модема по технологии со статическим ip-адресом (не рррое):
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Next...

[image: image28.jpg]Network Address Translation Settings

Network Address Translation (HAT) alows you o share one Wid Avea Network (WAN) TP address for mulipls computers on your Local Area Network (LAN).
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Enable Fullcone NAT
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Next...

[image: image29.jpg]Routing -~ Default Gateway

Select a preferred wan nterface as the system default gateway.

Selected WaN Interface | Use curentinterface





Next...

[image: image30.jpg]DNS Server Configuration

Get DS server inforrmation from the selected WAN interface OR enter static DNS server IP addresses, If only a single PVC with IPoa or static MER protocal is configured, you
st enter static DNS server 1P addresses.

© Obtain DNS info from & WAN interface

WAN Interface selected: [Use cunrentinterface

& Wse the following Static DNS IP address

Primary DNS server:  [|5.28.195.130

Secondary DNS server: [f85.28.195.129|





Нажимаем next и затем apply/save.

Если модем при интенсивной работе в интернете часто рвет связь, переведите сетевую карту в режим 10 mbps FullDuplex.

Описание индикации модема:

Power – питание модема /горит непрерывно/

ADSL – наличие соединения по DSL каналу (через телефонную линию) 


при включении /первые 15-30 секунд/ (или неисправности): не горит

нет DSL-канала: мигает медленно; при обнаружении DSL-канала: мигает быстро;

рабочий режим по DSL-каналу: горит непрерывно.

E1-E4 – наличие соединения между модемом и компьютером или TVi приставкой.

Схема подключения к телефонной линии:
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 Упрощённая схема:
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