Настройка ADSL-модема Лучезар 204 (IPTV)
При любой настройке желательно подключить модем к телефонной линии.
Иначе могут возникнуть проблемы при запоминании шлюза (Default Gateway) в Интернет-профиле на модеме.

Настроить протокол TCP/IP на сетевой карте следующим образом:

IP: 

192.168.1.Х – (где Х любое число от 2 до 254)
MASK: 
255.255.255.0
GATEWAY   192.168.1.1

DNS 1             85.28.195.130

DNS 2             85.28.195.129

Адрес 192.168.1.1 принадлежит самому модему.
Пример:
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В браузере выставить автоматическое определение параметров и затем в строке браузера набрать http://192.168.1.1
В форме авторизации введите:

Имя пользователя (Username): 
admin
Пароль (Password): 


admin
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Попадаем на домашнюю страничку модема:
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Device Info
Quick Setup
Advanced Setup
Diagnostics
Management

Quick Setup
This Quick Setup will guide you through the steps necessary to configure your DSL Router
ATM PYG Configuration

“The Virtual Path Identifier (VPI) and Virtual Charnel Idertifier (vCI) are needed for setting up the ATM PYC, Do rot
change VPI and YCI nurmbers Unless your ISP instructs you otherwise.

VL [o-255] o

Vel [32-65535) [35

Enable Quality Of Service
Enabling QoS for a PVC improves performance for selected classes of applications. However, since QoS also

consuimes systerm resources, the number of PVCs will be reduced consequently. Use Advanced Setup/Quality of
Service to assign priorities for the applications.

Enable Qualty Of Service [





Идём на страничку Advanced Setup \ WAN.    Удаляем все имеющиеся профили. Для этого у всех из них отмечаем  checkbox “Remove”, а затем жмем кнопку “Remove”. Для того, чтобы завести новый профиль, нажимаем кнопку “Add”.  
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Wide Area Network (WAN) Setup

Chaose Add, Edi, or Rermove to configure Wa interfaces,
Chaose Save/Reboot to apply the changes and reboot the system.

Device Info

Quick Setup
VPI/VCI | Con. ID | Category | Service | Interface |Protocol | Igmp | QoS |vianid |State |Remove | Edit

Save/Reboot

WAN

LAN

Routing

DSt

Port Mapping
Diagnostics
Management





Настройка Internet
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ATM PYG Configuration
This screen allows you to configure an ATM PYC identifier (VP and YCI) and select a service category. Otherwise
choose an existing interface by selecting the cherkbox to enable it

VP [0255] [0

Vel [32-65535] [35

Service Category: UBRWihout PCR_ v/

Enable Quality Of Service
Enabling packet level QUS for & PVC improves performance for selected classes of applications. QoS cannot be set

for CBR and Realtime VBR. QoS consumes systerm resources; therefore the nurmber of PYCs will be reduced, Use
Advanced Setup//Quality of Service to assign priorities for the applications.

Enable Qualty Of Service [





Прописываем VPI=0, VCI=35, Service Category=UBR Without PCR
Нажимаем Next
[image: image7.png]HA CBA3N C BYAYW UM

@ OxeHepan QeumaKomm

Device Info
Quick Setup
Advanced Setup
WAN
LAN

Rol
DSt
Port Mapping
Diagnostics

ing

Management

Gonnection Type

Select the type of network protocol and encapsulation mode over the ATM PYC that your ISP has instructed you o
use. Note that B02. 1 YLAN tagging is only available for PPPOE, MER and Bridging,

O PPP over ATM (PPPOA)

O PP over Ethermet (FPPOE)

® WA Encapsulation Routing (MER)
O IF over 4TM (Pos)

O eridging

Encapsulation Mode
LLC/SNAP-BRIDGING v

Enable s02.1q [





Для настройки модема в режиме Router ставим галочку напротив MAC Encapsulation Routing (MER).

Нажимаем Next.
( Если требуется настройка модема в режиме Bridge, ставим галочку напротив Bridging.

Нажимаем Next. В следующем окне так же нажимаем Next. В следующем нажимаем Save. )

[image: image8.png]WA CBA3N C BYAYW UM

@ Oxenepan OeimaKomm

WAN IP Settings

Enter information provided to you by your ISP 1o confiqure the WAN 1P settings
Device Info Nitice: DHCP can be enabled for PYC in MER mode if "Obtain an IP address automatically” is chosen. Changing the
default gateway or the DNS effects the whole system. Configuring therm with static values willdisable the autormatic

e ‘assignment from DHCP or other WAN cornection,
Advanced Setup 1f you configure static default gateway over this PYC in MER mode, you must enter the [P address of the remote.
waN gateway in the "Use IP address". The "Use WaN nterface” ks optional,
Lan
Routing O Obtain an IP address automatically
st © Use the fallowing IP address:
Diagnostics WaN Subnet Mack
Management

O Obtain default gatewsy autormatically
® Use the following default gateway
Use P address:  [ooxooocoocn

99 [ Use waN Interface: | mer_0_35/nas_0_35 v

© Obtain DNS server addresses automatically
@ Use the fallowing DNS server addresses:
Prirmary DNS server

|

Secondary DNS server.





В появившемся окне указываем IP адрес, маску и шлюз. Отмечаем ”Use the following DNS server addresses”. Если модем все таки потребует прописывания DNS сервера, указываем 192.168.1.1 для Primary DNS. Нажимаем Next.
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Network Address Translation Settings

Network Address Translation (AT) allows you to share one Wide Area Network (WAN) IF address for multiple

Device Info computers on your Local area Network (LK)
Quick Setup
Advanced Setup Enable NAT
AN Enable Firewall
Lan
Routing
DSL Enable IGMP Multicast, and WAN Service
Port Mapping
Diagnostics Enable IGMP Multicast [
Management

Enable WAN Service

Service Narme: mer_0_35





Здесь ставим галочки Enable NAT, Enable Firewall и Enable WAN Service. 

Service Name оставляем mer_0_35 (можем поменять название на Dsl).
Нажимаем Next.
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WAN Setup - Summary

Make sure that the settings below match the settings provided by your ISP,

Device Info
Quick Setup VI / VI /35
Advanced Setup Connection Type: |MER

oAy Service Name: | mer 035

LAN i

Service Category: |LBR

Routing

— 1P Address: 85.28.193.45

Port Mapping Service State: | Enabledd
Diagnostics NAT: Enabled
[danagement Firewrall: Enabled

IGMP Multicast: | Disabled

Quality Of Service: |Disabled

Click "Save" tn save these settings. Click "Back” to make any modificatins.
NOTE: You need to reboot to activate this WaN interface and further configure services over this interface.





В появившемся окне нажимаем Save.
[image: image11.png]HA CBAIN C BYAYWHM
I

@ OxeHepan OeimaKomm

Wide Area Network (WAN) Setup
Chaose Add, Edi, or Rermove to configure Wa interfaces,
Device Info Chaose Save/Reboot to apply the changes and reboot the system.

Quick Setup
Advanced Setup vP1/VOL
waN

LAN 0/ |1 UBR | mer035|nas 035 | MER |Disabled |Disabled | N4 |Enabled| [J

Routing
Save/Reboot

Con.

b |Category | Service |Interface Protocol | Igmp | QoS |Vianid | State Remove | Edit

DSt
Port Mapping

Diagnostics

Management





Настройка Интернет профиля закончена. Если ничего больше не требуется, нажимаем Save/Reboot. 
Для настройки профиля TVi нажимаем кнопку Add.
Настройка TVi
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ATM PYG Configuration
This screen allows you to configure an ATM PYC identifier (VP and YCI) and select a service category. Otherwise
choose an existing interface by selecting the cherkbox to enable it

VP [0255] [0

VeI [32-65535] [32

Service Category: UBRWihout PCR_ v/

Enable Quality Of Service
Enabling packet level QUS for & PVC improves performance for selected classes of applications. QoS cannot be set

for CBR and Realtime VBR. QoS consumes systerm resources; therefore the nurmber of PYCs will be reduced, Use
Advanced Setup//Quality of Service to assign priorities for the applications.

Enable Qualty Of Service [





Прописываем VPI=0, VCI=32, Service Category=UBR Without PCR
Нажимаем Next
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Gonnection Type

Select the type of network protocol and encapsulation mode over the ATM PYC that your ISP has instructed you o
use. Note that B02. 1 YLAN tagging is only available for PPPOE, MER and Bridging,

O PPP over ATM (PPPOA)

O PP over Ethermet (FPPOE)

O M Encapsulation Routing (MER)
O IF over 4TM (Pos)

© eridging

Encapsulation Mode
LLC/SNAP-BRIDGING v

Enable s02.1q [





Ставим галочку напротив Bridging.

Нажимаем Next.
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unselect the check box below to disable this WAN service

Enable Bridge Service:

Service Narme: o





В этом окне ставим галочку Enable Bridge Service. В поле Service Name вписываем tv .

Нажимаем Next.
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WAN Setup - Summary

Make sure that the settings below match the settings provided by your ISP,

Device Info
Quick Setup VI / VI 0/3
Advanced Setup Connection Type: |eridge

oAy Service Name: |tv

- . Service Category: |UER

— 1P Address: ot Applicable

Port Mapping Service State: | Enabledd
Diagnostics NAT: Disabled
[danagement Firewrall: Disabled

IGMP Multicast: |niot Applicable

Quality Of Service: |Disabled

Click "Save" tn save these settings. Click "Back” to make any modificatins.
NOTE: You need to reboot to activate this WaN interface and further configure services over this interface.





Получаем такие данные.

Нажимаем Save
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Wide Area Network (WAN) Setup

Chaose Add, Edi, or Rermove to configure Wa interfaces,
Chaose Save/Reboot to apply the changes and reboot the system.

Device Info

Quick Setup
Advanced Setup ver/ver 5% |category | Service |nterface |Protocol | Tgmp | QoS | Vianid | State |Remove | Edit
waN

LAN 0/ |1 UBR | mer035|nas 035 | MER |Disabled |Disabled | N/ |Enabled| [J
Routing

— o | 1| uer v |nasns2| erdge | N |Diabled| WA Enebled| [

Port Mapping

Diagnostics Save/Rebont

Management



.
Настройка профилей закончена.

Переходим в Advanced Setup / LAN
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Local Area Network (LAN) Setup

Configure the DSL Router IP Address and Subret Mask for LAN interface. Save button only saves the LAN

Device Info configuration data. Save/Reboot button saves the LAN configuration data and reboots the router to make the new
configuration effective,

Quick Setup
Advanced Setup 1P Address: 192.168.1.1
WAN
o Subret Mask: 255.255.255.0
Routing
o Enable UPrP
PR T O Enable 1GWP Srooping
Diagnostics
Management @ Disable DHCP Server
O Enable DHCP Server
Start P Address:

End IP Address:

Leased Time (nor)

W
[Dconfigure the second IF Address and Subnet Mask for LAN interface

Save/Reboot





Ставим галочку Disable DHCP Server.

Нажимаем Save.
Переходим в Advanced Setup / Port Mapping
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Port Mapping -~ A maimum 16 entries can be configured

Fort Mapping supports multiple ports to PVC and bridging groups. Each group wil perform as an independent
retwork. To support this featLre, you must create mapping oroups with appropriate LAN and WAN interfaces using
the Add buitton. The Remove button will rermove the grouping and add the Ungrouped interfaces to the Default group,

Device Info

WESEE Only the defauit group has IP inferface.
Advanced Setup

WAN Enable virtual ports on

LAN

Routing

DSt Group Name [Interfaces

Port Ma Default |eth0.2, eth0.3, ethid, eth0 S, nas 0_32
Diagnostics

Management





Ставим галочку Enable virtual ports on
Нажимаем кнопку Add.
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Port Mapping Configuration

To create a new mapping oroup:
1. Enter the Group niame and select interfaces from the available interface list and add it to the grouped interface list
using

the arrow butons to create the required mapping of the ports. The group narme must be Lnioue,

2. Click Save/apply button to make the changes effective immediately.

Note that the selected interfaces
group.

ill be removed from their existing groups and added to the new

Group Name:

Grouped Interfaces Available Interfaces

eth0.2
eth0.3
eth0.4
&th0.5
nas_0_32

Save/Apply




В этом окне в поле Group Name вписываем tv .
Далее eth0.4, eth0.5  и  nas_0_32 переносим из окна Available Interfaces в окно Grouped Interfaces .
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e 1. Enter the Group name and select inerfaces from the avalable nterface list andl add it t the rouped interface list
. using
@ISEEp the arrow butions tn create the required mapping of the ports. The group name must be Unigue,
Advanced Setup
wan 2. Click Save/Apply bution to make the changss effective immediately
Lan
e Note that the selected interfaces will be removed from their existing groups and added to the new
roup.
DsL drou
Port Mapring Group Name:
Diagnostics
Management Grouped Interfaces Available Interfaces
e et02
et et 3
nes_0_32

Save/Apply





Нажимаем Save/Apply .
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retwork. To support this featLre, you must create mapping oroups with appropriate LAN and WAN interfaces using
the Add buitton. The Remove button will rermove the grouping and add the Ungrouped interfaces to the Default group,
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Создание группы закончено.

Переходим в Management / Save/Reboot
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Click the button below to save and reboot the router.

Save/Reboot

Device Info
Quick Setup
Advanced Setup
Diagnostics
Management
Settings
System Log
Internet

e
Access Control

Update Software
save/Reboot




Нажимаем Save/Reboot .
Настройка модема закончена.
Описание индикации модема:

PWR – питание модема /горит непрерывно/
LINK – наличие соединения по DSL каналу (через телефонную линию) 

при включении /первые 15-30 секунд/ (или неисправности): не горит

нет DSL-канала: мигает медленно; при обнаружении DSL-канала: мигает быстро;

рабочий режим по DSL-каналу: горит непрерывно.

LAN1 – наличие соединения между модемом и компьютером.
LAN4 – наличие соединения между приставкой и компьютером.
LAN3 – наличие соединения между второй приставкой и компьютером. (в случае подключения двух ТВ приставок на один модем)
	Схема подключения к телефонной линии:
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	 Упрощённая схема:
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TVi       Схема подключения оборудования при наличии компьютера
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	                Рекомендуем установить ADSL-модем и Декодер AMINO рядом с телевизором.
               В случае расположения компьютера и телевизора в разных комнатах или на больших расстояниях друг от друга, рекомендуем заменить кабель RJ45 на более длинный (идущий из LAN1-порта модема к компьютеру). Удлиненный кабель не должен быть более 10-12 метров для мягкого кабеля и не более 90 метров для жесткого кабеля.
               При необходимости подключения второго декодера AMINO, его подключение производим в порт LAN3.



Схема подключения оборудования без компьютера
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	                При схеме подключения оборудования без использования компьютера рекомендуем Вам установить ADSL-модем и Декодер AMINO рядом с телевизором, в данном случае можно заменить телефонный кабель RJ11 идущий из порта FXO/ADSL модема в сплиттер, на более длинный. Удлиненный кабель не должен быть более 20 метров.
               При необходимости подключения второго декодера AMINO, его подключение производим в порт LAN3.



Будьте осторожны! Подключение блока питания от ADSL-модема к приставке Amino110 приводит к выходу из строя оборудования!!!
