Настройка модема ZTE ZXDSL 831 II

Настройка протокола TCP/IP(режим роутера)

Пуск ->  Настройка -> Сетевые подключения 

Щелкнуть правой кнопкой мыши на Подключение по локальной сети -> Свойства ->

Протокол Интернета TCP/IP -> Свойства
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Необходимо сконфигурировать протокол TCP/IP следующим образом:

– прописать статический IP-адрес (192.168.1.х), маску подсети (255.255.255.0) и основной шлюз (192.168.1.1)

– адреса DNS-серверов 85.28.195.130 и 85.28.195.129
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В браузере выставить автоматическое определение параметров и затем в строке браузера набрать http://192.168.1.1
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В форме авторизации введите:

Имя пользователя (Username): 
admin

Пароль (Password): 


admin

[image: image4.jpg]Qs © N B G| Prow oo @ - B ES

Aapec: | ) http://192.168. 1.1

W&

Topxmouenve k 192.168.1.1

4 admin v

O coxparums napons.





Попадаете на домашнюю страничку модема:
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Quick Start Status Advanced iagnostics Management

Overview of Device Information

This information reflects the current status of your DSL Router.

ADSL Port Enabled
Routing Table
ARP Table Downstream Line Rate
Upstream Line Rate

LAN IP Address 192.168.1.1
Default Gateway

Primary DNS Server 192.168.1.1
Secondary DNS Server | 192.168.1.1
Ethernet MAC Address | 00-D0-D0-80-86-34

mware Version ZXDSL 83111V3.5.0a_D0S_OV
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Нажимаем Advanced Setup:
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LAN IP Address Configuration

NOTE: New settings anly take effect after the router is rebaoted. If necessary, recanfigure your PC's [P address to
match new settings

Enter the DSL Router [P Address and Subnet Mask for LAN interface.

Primary IP Address:  [192.168.1.1
Subnet Mask 255.255.255.0
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Для настройки модема нажимаем выбираем WAN и нажимаем кнопку Edit во второй строчке:
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Quick Start | Status i Advanced iagnostics | Management

Internet Connection Configuration

Choose Add or Edit to configurs Internet connection.
Choase Firish to apply the changes and reboot the system.

NOTE: The Internet connection is NOT active if the PVC name is marked with (7). You need
to click "Finish” to apply the changes and reboot the system for activating this PVC

PVC Name | VPI/VCI | Category | Protocol  NAT|WAN IP Address | Edit
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Прописываем VPI=0, VCI=35 нажимаем Next
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Quick Start | Status i Advanced iagnostics | Management

ATM PVC Configuration
This screen allows you to configure an ATM PVC identifier (VPI and VCI) and select 3 service category. Otherwise choose
an existing interface by selecting the checkbox to enable it

WP [0 (0-255)
e (35 | (32-65535)

UBRWithoutPCR_ v

Service Category:





На следующей странице выбираем MAC Encapsulation Routing(MER), нажимаем Next
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Quick Start Status Advanced iagnostics Management

Configure Internet Connection - Connection Type
Select the protocol and encapsulation type over the ATM PVC that your ISP has instructed you to use,
Protocol: © PPP over ATM (PPPOS)

© PPP over Ethemet (PPROE)

® MAC Encapsulation Routing (MER)

O 1P aver ATM (IPos)

O pridging

Encapsulation Type:  |LLC/SNAP v,
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В следующем окне вводим сетевые реквизиты, которые были получены при заключении договора.

WAN IP Address – Ваш IP
     WAN Subnet Mask – маска  
Use IP Address – Ваш шлюз          

Primary DNS server и Secondary DNS server – DNS серверы 85.28.195.130 и 85.28.195.129

Ставим галочки на функциях Use IP Address и Enable NAT и нажимаем Next
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Quick Start Status Advanced iagnostics Management

Configure Internet Connection - WAN IP Settings

Enter information provided to you by your ISP to configure the WAN IP settings.
© Obtain an IP address automatically

® Use the following IP address:

WAN [P Address: 85.28

WAN Subnet Mask: 255.255.255.240

© Obtain default gateway automatically
® Use the following default gateway:
Use IP Address 85.28

[ use wan Interface: | ¥

O obtain DNS server address automatically

© use the following DNS server addresses;
Primary DS server:  |85.28.195.130
Secondary DNS server: |85.28.195.129

Enable NAT
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Жмем Finish
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Quick Start Status Advanced iagnostics Management

This Internet Connection -- Summary
Make sure that the settings below match the settings provided by your 1P

Internet (WAN) Configuration:

vPI/ Vel 0/35
Category UeR
Connection Type MER LLC/SNAP
NAT Enabled

WAN IP Address 85.28.193.34
Default Gatewiay 85.28.193.33
DNS Server 85.28.195.130

Click "Finish" to accept these settings, and reboot the system.Click "Back” to make any modifications.
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После появления следующего окна с Красной надписью на английском языке, выбираем закладку Management
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LaN Internet Connection Configuration

wan Choose Add or Edit to configure Internet connection

Connections Chaose Finish to apply the changes and rebaot the system.

aDSL
1P Routing NOTE: The Intermet connection is NOT active if the PUC name i marked with (7). You need
DNS server to click "Finish" to apply the thanges and reboot the system for activating this PUC.
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После открытия закладки Management, выбираем нижнюю строку Reset Router

[image: image13.png]2 DSL Router - Microsoft Internet Explorer

@ain Mpaska Ban MsGparwos Coponc  Crpaska

Q- © - [ B G Proes Frnsoee @3- BB LE

Anpec: @] iz 1e0.1.01 | B3 repexoa coumen >

ITED% < @ & g o
Status Advanced Diagno: Management

Quick Start

Account

Admin Account Ad
User Account
Remote Access
Date & Time User Name: admin
System Log
SNMP

Backup Confi
Update Firmware

Admin account has unrestricted access to change and view configuration of your ADSL router.

New Password:
Canfirm New Password:

Reset Router

WARNING

Routar's sattings are
changed. New settings
are only valid after
restarting routar

& © Wreprer





В появившемся окне нажимаем кнопку Reboot (галочку ни в коем случае НЕ СТАВИМ!)
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Quick Start Status Advanced iagnostics Management
Admin Account Reset Router
User Account To reboot your DSL Router, just click "Reboot”.
Remmote ecess
Date & Time To restore your DSL Router settings to the factory defaults, please tick the checkbox

System Log below and then click "Reboot”

SNMP
Backup Config
Update Firmware

[ Reset to factory default ssttings

WARNING

Routar's sattings are
changed. New settings
are only valid after
restarting routar
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Ждем около 2 минут пока модем перезагрузится
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Quick Start | Status i Advanced i Diagno: Management

Admin Account DSL Router Reboot
User Account
Remote Access
Date & Time Close the DSL Router Configuration window and wait for 2 minutes before reapening your web browser. If necessary,
System Log reconfigure your PC's IP address to match your new configuration.

SNMP

Backup Confi

Update Firmware

The DSL Router has been configured and is rebooting.

Reset Router

WARNING

Routar's sattings are
changed. New settings
are only valid after
restarting routar
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После перезагрузки снова откроется домашняя страничка
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Quick Start Status Advanced iagnostics Management

Overview of Device Information

This information reflects the current status of your DSL Router.

ADSL Port Enabled
Routing Table

ARP Table Downstream Line Rate

Upstream Line Rate

LAN IP Address 192.168.1.1
Default Gatewiay 85.28.193.33
Primary DNS Server 85.28.195.130

Secondary DNS Server  85.28.195.129
Ethernet MAC Address | 00-DD-D0-80-86-34
mware Version ZXDSL 83111V3.5.0a_D0S_OV
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НАСТРОЙКА ЗАВЕРШЕНА!!!

Для смены протокола нужно зайти на закладку Advanced Setup, выбрать функцию WAN, замем выбрать ADSL и выбрать нужный протокол (поставив галочку в окне нужного протокола или нескольких протоколов). 

Затем нажать кнопку Apply (для применения настоек)
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и перезагрузить через закладку Management
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Quick Start Status Advanced iagnostics Management
Admin Account Reset Router
User Account To reboot your DSL Router, just click "Reboot”.
Remmote ecess
Date & Time To restore your DSL Router settings to the factory defaults, please tick the checkbox

System Log below and then click "Reboot”

SNMP
Backup Config
Update Firmware

[ Reset to factory default ssttings

WARNING

Routar's sattings are
changed. New settings
are only valid after
restarting routar
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Не забудьте подключить модем к телефонной линии после настройки.

Описание индикации модема:

Power – питание модема /горит непрерывно/

DSL – наличие соединения по DSL каналу (через телефонную линию) 


нет DSL-канала: не горит;

при обнаружении DSL-канала: мигает;

рабочий режим по DSL-каналу: горит непрерывно.

Internet – обмен данными по DSL или LAN /есть обмен: горит; нет обмена: не горит/

Ethernet – наличие соединения между модемом и компьютером.

Схема подключения к телефонной линии:
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